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(57) Abstract: The invention relates to a fuel injection system (1), in 
particular, for the direct injection of fuel into a combustion chamber 
of an internal combustion engine, comprising a cylinder head (10), in 
which fuel lines (1 1) are arranged and at least two fuel injection valves. 
The fuel injection valves (5) each have an actuator (2) and a valve nee- 
dle (12), cooperating with the actuator (2). A valve sealing body (13) 
is embodied at the ejection end of the valve needle (12), cooperating 
with a valve seat surface (24), to give a sealing seat. The at least two 
fuel injection valves (5) are arranged in valve housing openings (16) 
and the fuel lines (11) open out in the valve housing openings (16) 
and, furthermore, in each fuel connector (8), arranged in the side of 
each fuel injection valve (5). The fuel lines (11) are connected to each 
other in the cylinder head (10). 

(57) Zusammenfassung: Ein Brennstoffeinspritzsystem (1), 
insbesondere zum direkten Einspritzen von Brennstoff in einen 
Brennraum einer Brennkraftmaschine, weist einen Zylinderkopf (10), 
in dem BrennstofHeitungen (11) angeordnet sind, und zumindest 
zwei Brennstoffeinspritzventile auf. Die Brennstoffeinspritzventile 
(5) haben jeweils einen Aktor (2) und eine mit dem Aktor (2) in 
"Wirkverbindung stehende Ventilnadel (12). An der Venulnadel 
(12) ist abspritzseitig ein VentilschlieBkorper (13) ausgebildet, der 
mit einer Ventilsitzflache (24) zu einem Dichtsitz zusarnmenwirkt 
Die zumindest zwei Brennstoffeinspritzventile (5) sind in Venti- 
laufhahmeoffhungen (16) angeordnet, und die Brennstoflleitungen 
(11) munden in die Ventilaumahmeoffhungen (16) und weiter in 
jeweils einen seitlich im jeweiligen BrennstofTeinspritzventil (5) 
angeordneten Brennsto ff an schl u6 (8). Die BrennstofHeitungen (11) 
stehen miteinander im Zylinderkopf (10) in Verbindung. 


WO 2005/052359 Al IIIIIIIIM 


CN, CO, CR, CU, CZ, DK, DM, DZ, EC, EE, EG, ES, FI, 
GB, GD, GE, GH, GM, HR, HU, ID, IL, IN, IS, JP, KE, 
KG, KP, KR, KZ, LC, LK, LR, LS, LT, LU, LV, MA, MD, 
MG, MK, MN, MW, MX, MZ, NA, NI, NO, NZ, OM, PG, 
PH, PL, PT, RO, RU, SC, SD, SE, SG, SK, SL, SY, TJ, TM, 
TN, TR, IT, TZ, UA, UG, US, UZ, VC, VN, YU, ZA, ZM, 
ZW. 


(84) Bestimmungsstaaten (soweit nicht anders angegeben, fur 
jede verfugbare regionale Schutzrechtsart): ARIPO (BW, 
GH, GM, KE, LS, MW, MZ, NA, SD, SL, SZ, TZ, UG, 
ZM, ZW), eurasisches (AM, AZ, BY, KG, KZ, MD, RU, 


TJ, TM), europaisches (AT, BE, BG, CH, CY, CZ, DE, DK, 
EE, ES, FI, FR, GB, GR, HU, IE, IS, IT, LU, MC, NL, PL, 
PT, RO, SE, SI, SK, TR), OAPI (BF, BJ, CF, CG, CI, CM, 
GA, GN, GQ, GW, ML, MR, NE, SN, TD, TG). 

Veroffentlicht: 

— mit intemationalem Recherchenbericht 

Zur Erkldrung der Zweibuchstaben- Codes und der anderen Ab- 
kiirzungen wird auf die Erkldrungen ("Guidance Notes on Co- 
des and Abbreviations") am Anfang jeder regularen Ausgabe der 
PCT-Gazette verwiesen. 


